Pralissoli

WIS Z009)

% &' O/
g & (& &
# 8
$% "& s )
& r (& (
e ( &
5,
(& T+
©) & (
) (&&& *
(& + /&0
< $ 5",
! /"0
<= 5"1
! ! / >)80
o <?/( 5 " (
/",0
s <@ 5 #$ @
I I
o # ' 9 *# A%1
" # # # <= 54$ 09
A%1
* (**) Crankshaft speed

' &s % ) ( & " r 4
I (., && & (0 )2-34 2, "& 1(
( & " & .8, & (
+-./0 5)2-34#3 , & & (
(" (
& 8 5
© 4 -/0 5 8%, 6 /7
& ' & 789" ;A5 $ &
&0 ' ’ 55 & &
;5 8 &
. g ]

, &, 4 % (.$ ( &




[

i@

\

-

Pralissoli
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PRATISSOLI POMPE a brand of Interpump Group S.p.a. Via E. Fermi 25 — 42049 S.llario d’Enza, Reggiilia — Italy,
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Description
Manifold
Valve cover
Valve cap
Valve cage
Valve spring
Valve disk
Valve seat
Plunger screw
Plunger
Pressure packing
Packing support
Plunger extension
Plunger sleeve

Wetted elastomers

Tel. +39 0522 904 311 Fax +39 0522 904 444 E-mail: info@pratissolipompe.com

Datas are indicative and not binding, we reserve the right to modify them at any time

Material

AIS1420 s.s. nickel treated
AISI 420 s.s. nickel treated
OT 58 brass

PPA polymer

AISI1 302 stainless steel
17/4 ph stainless steel
17/4 ph stainless steel
AlSI 416 s.s. nickel treated
Solid ceramic
Polyurethane polymer

OT 58 brass

AISI 303 stainless steel
Solid ceramic

Buna & EPDM

INTERPUMP GROUP




